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CONSTRUCTION SIGN AND BARRICADE LOCATION DETAILS
Divided Highway with New Bridge Installation for Interchange

or Grade Separation including Structure,

R2-1-48
Post mounted
See note # 2
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of the excavated area rounded

Variable length of portable concrete barriers

and Footing Removal.

R2-1-48

Post mounted W21-5bR-48
See note # 3 Post mounted
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Post mounted
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This distance is the length

RIGHT SPEED of the excavated area rounded
SHOULDER !
CLOSED LIMIT up fo 10" increment.
1000 FT
W21-5bR—-48 R2-1-48

See note # 3

NOTES:

1. The layout is used when a bridge structure

2. The speed |imit shal

determined in the field.,
3. The reduced speed |imit shall

|imit before construction. The speed
below the existing speed |imit, unless the design speed of the work zone
KEY feature has been reduced below the 10 mph. In this case, the speed
— Type I barricade reduction shall not exceed 30 mph.
’ Z than 30 mphs a second speed |imit sign shall be installed with the desired

= Type 11 barricade York orea speed reduction but shall not exceed 30 mph. The second speed
= Type 111 barricade = Flagger be placed at ‘/2 B.
ﬁ Sign oo Sequencing arrow panel 4. The remove and installation of beams wil

. ) separations or use of the ramps at
©®  Delinegtor drum LRI S requirements for this operation.
A Cones to back
e Aftenuation Device L = length of attenuation device

ADVANCE WARNING SIGN SPACING
Distance Between Signs
Road Type Min. (ft)
A B C

Urban - Low Speed (30 mph or less) 150 150 150
Urban - Low Speed (over 30 to 40 mph) 280 280 280
Urban - High Speed (over 40 mph to 50 mph) 360 360 360
Rural - High Speed (over 50 mph to 65 mph)] 720 720 720
Urban Expressway and Freeway
(55 mph to 60 mph) 850 1350 2200
Rural Expressway and Freeway
(70 mph to 75 mph) 1000 1500 2640
Interstate/4-Lane Divided
(Maintenance and Surveying) 750 1000 1500

dependent on

Where speed |imits are to be reduced more

is being constructed.

be re—-established. The exact speed |imit shal
location and conditions.

be determined dependent on the in place speed

| imit reduction should not exceed 10 mph

limit sign shal

require closure of the roadway at
interchange. See notes in the plans for the
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Post mounted
See note # 2

END
ROAD WORK

G20-2a-48
Post mounted

NORTH DAKOTA

DEPARTMENT OF TRANSPORTATION

04-01-04

REVISIONS

DATE

CHANGE

09-07-04
12-01-04
06-29-05

Revised W21-4 fto W20-1
PE Stamp added

Rev. Adv. Warning Table

Rep laced R2-5a with W3-5,

This document was
originally issued
and sealed by
Mark S Gaydos
Regisftration Number
PE-4518,
on 06/29/05 and the
original document
is stored at the North
Dakota Department
of Transportation
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